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~ CONSTRUCTION DETAILS

INSTALL VIDEOC DETECTION CAMERA ON EXISTING MAST ARM.

GENERAL NOTES

NEMA PHASING

FLASHING
@1 B2 B4 OPERATION

NOTE:

PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

1.

MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA
STANDARD TYPICALS FOR TRAFFIC CONTROL.

THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES
PRICR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED
TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. .

THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.

'THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALLL ABANDONED ELECTRICAL CABLES.
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B. REPLACE LB COVER ON EXISTING 3 IN..PVC 90 DEGREE BEND. | . NS R . . o -
C. INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE. 7. SEE GTENE‘RA" INFORMATION SHEET FOR VIDEQ DETEC_TION CAMERA LAYOUTS.
D. PROPOSED OVERHEAD PHONE DROP TO BE INSTALLED BY OTHERS. 8. __ ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
E. ABANDON EXISTING CONDUIT: CAP AT NEAREST HANDHOLE(S). 9. VIDED CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITI-‘{ THE SHA ENGINEER.
F. ABANDON EXISTING LOOP DETECTOR. 10. THE TRAFFIC SIGNAL CONTRACTOR SHALL COORDINATE WITH THE ROADWAY CONTRACTOR AS NECESSARY.
G. EXISTING LOOP DETECTOR TO BE REMOVED BY MILL. H;QEFg?gTS{?gNiEP%%géggugEE LB COVER IS INCIDENTAL TO THE COST OF CAPPING THE EXISTING
H. REMOVE OVERHEAD SIGN.
J. REMOVE EXISTING ELECTRICAL HANDHOLE. STATE OF MARYLAND
K. CAP EXISTING TRAFFIC STRUCTURE. Ds?r?r?ﬁ%ﬂw%i L?ﬁﬁfs?%?r%?\?
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